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RECOMMENDED APPLICATIONS

*ACT® Registered Certification Marks

GENERAL SPECIFICATIONS

FLAME RETARDANCY SPECIFICATIONS

PERFORMANCE SPECIFICATIONS

Width

Weight

Roll Size

Repeat

Composition

Stain Resistant Finish

Railroaded

54”

9.088 oz/sq yard

58 yds

10” H x 7.125” V

66% Polyester,
19% Cotton,
8% PIR Polyester,
7% PCR Polyester

Ease®

No

Abrasion

UV Resistance

Colorfastness to 
Crocking

Colorfastness to
Water & Solvents

Tear Strength

Break Strength

Pilling

Cleaning Code

45,000 DR 

40 Hours

Wet: 3
Dry: 4

Shade Change: 4
Stain: 3

Fill: 30
Warp: 13

Fill: 259
Warp: 129

Class 5

S — Solvent Clean Only

CAL-TB 117-2013

UFAC Class 1

Passes

Passes

CLEANING INSTRUCTIONS

Clean with a dry cleaning solvent only, 
not water.  Never over-saturate the material 
with the solvent as damage can occur. If it’s 
a pile fabric, it will need to be brushed after 
cleaning to restore its natural appearance. 
When shopping for cleaning solutions, look for 
upholstery products labeled S fabric cleaner. 
In order to avoid expensive mishaps, always 
spot clean first. Before using the cleaner on 
the entire piece of furniture, clean an 
inconspicuous place on the fabric.


