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GENERAL SPECIFICATIONS ROSEWOOD ARTMORE

FLAME RETARDANCY 
SPECIFICATIONS

PERFORMANCE 
SPECIFICATIONS

Width

Weight

Composition

                    Repeat

Up the Roll

54”

11.05 oz/linear yard

100% Bella-Dura® (Poly Olefin)

0.75” H x 0.5” V

Yes

54”

15.02 oz/linear yard

100% Bella-Dura® (Poly Olefin)

3.5” H x 2.625” V

Yes

Abrasion

Colorfastness to Crocking

Seam Slippage

Tensile Strength

Tear Strength

UV Resistance

Cleaning Code

100,000 DR 

Wet: 5
Dry: 5

Fill: 83
Warp: 111

Fill: 330
Warp: 326

Fill: 40
Warp: 63

Class 4 at 1,500 Hours

WS - (20% Bleach Solution)

85,000 DR 

Wet: 5
Dry: 5

Fill: 72
Warp: 107

Fill: 295
Warp: 264

Fill: 35
Warp: 43

Class 4 at 1,500 Hours

WS - (20% Bleach Solution)

CAL-TB 117-2013

NFPA 260

UFAC Class 1

Passes

Passes

Passes

Passes

Passes

Passes

RECOMMENDED APPLICATIONS

*ACT® Registered Certification Marks


